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LZS1914A

-1 ... 0 ... 0.02 ... 1 ... 10 ... 100 ... 400bar

5 VDC, 3.3VDC

250VDC

316L

)

-40 ... +120 °C

-40 ... +125 °C

SUS316L

10×10   (cycle )
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LZS1914A

LZP411B~E

:  LZS1914A-3WU1D-0160S

Pin

1 +

2 +

3 0V

Color

(SCL)

(SDL)

+

0V

 20K G 0 ... 20kPa

50K A/G 0 ... 50kPa

100K A/G 0 ... 100kPa

250K A/G 0 ... 250kPa

50B A/S 0 ... 50bar

60B A/S 0 ... 60bar

100B A/S 0 ... 100bar 

20B A/G/S 0 ... 20bar

30B 0 ... 30barA/G/S

500K 0 ... 500kPaA/G

3P

U2 = 3.3 VDC

(bar)

-1 ... 0 ... 600

U1 = 5 VDC

A

G =

—

=

3W

—

S =

=

10B A/G/S 0 ... 10bar

16B A/G/S 0 ... 16bar 250B A/S 0 ... 250bar

160B A/S 0 ... 160bar 

=

4W =

D = 0.5 ... 4.5 VDC  (U1)

D2 =

Z = I²C  (U2)

I²C

+

+

0V

O O


